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ABSTRACT

The subsonic longitudinal stability and control derivatives of the F-18 High Angle of Attack Research
Vehicle (HARV) are extracted from dynamic flight data using a maximum likelihood parameter identifi-
cation technique. The technique uses the linearized aircraft equations of motion in their continuous/
discrete form and accounts for state and measurement noise as well as thrust-vectoring effects. State
noise is used to model the uncommanded forcing function caused by unsteady aerodynamics over the air-
craft, particularly at high angles of attack. Thrust vectoring was implemented using electrohydraulically-
actuated nozzle postexit vanes and a specialized research flight control system. During maneuvers, a
control system feature provided independent aerodynamic control surface inputs and independent thrust-
vectoring vane inputs, thereby eliminating correlations between the aircraft states and controls. Substan-
tial variations in control excitation and dynamic response were exhibited for maneuvers conducted at
different angles of attack. Opposing vane interactions caused most thrust-vectoring inputs to experience
some exhaust plume interference and thus reduced effectiveness. The estimated stability and control
derivatives are plotted, and a discussion relates them to predicted values and maneuver quality. 
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R innovation covariance matrix
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rate of change for angle of sideslip, deg/sec

elevator (symmetric stabilator) deflection, deg

equivalent pitch vane input (deflection × thrust), deg-lb

symmetric aileron deflection, deg

trailing-edge flap deflection, deg
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measurement noise vector
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rate of change of pitch attitude, deg/sec

unknown parameter vector
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gradient with respect to 

roll attitude, deg
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rate of change for heading attitude, deg/sec
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INTRODUCTION

During the past decade, significant progress has been made in high-angle-of-attack (high-AOA)
research and technology for high-performance military aircraft. Motivated by the tactical advantage of
enhanced high-AOA agility and poststall maneuverability, aircraft designers and researchers from indus-
try and government have moved beyond simply studying stall and spin characteristics to actually explor-
ing the poststall region of the high-AOA flight envelope.

Previously, the potential for stall resulting from separated flow over large regions of lifting surfaces
prevented pilots from venturing past aircraft AOA limits for any appreciable length of time. In recent
years, however, a series of unique fighter-class aircraft has opened up the high-AOA regime as a safe and
viable portion of the flight envelope. These aircraft include the innovative, forward-swept wing X-29A
and a trio of thrust-vectoring aircraft: the Enhanced Fighter Maneuverability X-31, the Multi-Axis Thrust
Vectoring F-16, and the NASA F-18 High Angle of Attack Research Vehicle (HARV). Designs imple-
mented in the F-22 Advanced Tactical Fighter and in prototypes of the Joint Strike Fighter underscore the
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value and utility of thrust vectoring. This paper focuses on high-AOA research and parameter identifica-
tion (PID) to determine the subsonic longitudinal stability and control characteristics of the thrust-
vectoring F-18 HARV.

Between 1987 and 1996, research flight testing of the F-18 HARV was conducted at NASA Dryden
Flight Research Center, Edwards, California. Modifications to the HARV incorporated a relatively basic
thrust-vectoring system, which consisted of three externally-mounted postexit vanes around each of the
two engine nozzles along with a specialized flight control system. The design was intended for research
purposes only and not for production or operational deployment. The HARV made 388 flights,
exploring many unique and important research areas associated with high-AOA flight (as discussed in the
next section).

A continuing objective of the flight program was to study the stability and control characteristics of
the HARV during thrust-vectoring flight, particularly in the low-speed, high-AOA regime. This paper
presents flight-determined subsonic longitudinal stability and control derivatives of the thrust-vectoring
HARV extracted from dynamic flight data between 10° and 60° AOA. The 25 flight maneuvers, designed
to allow single-surface inputs (SSIs) of aerodynamic controls and independent thrust-vectoring controls,
were performed between 1992 and 1994 during flights 156, 226, 250, and 253. The derivatives were
extracted with a NASA Dryden-developed PID technique using a maximum likelihood estimator
accounting for both state and measurement noise in the linearized aircraft equations of motion. Aerody-
namic coefficients in the equations of motion were modified to account for the effects of thrust vectoring.
The resulting derivative estimates are plotted as functions of AOA and discussed relative to flight maneu-
ver quality and ground-test and wind-tunnel predictions.

FLIGHT PROGRAM OVERVIEW

In the mid-1980s, NASA embarked on a multiyear program to understand and explore aircraft flight
at high AOA (refs. 1–3). NASA Langley Research Center managed the program, known as the High
Angle of Attack Technology Program (HATP), with close NASA intercenter involvement from Ames
Research Center, Dryden Flight Research Center, and Lewis Research Center. NASA also established
active partnerships with industry and academia. In addition, the U.S. Navy, U.S. Air Force, U.S. Marine
Corps, and some NATO agencies participated in the HATP. Between 1990 and 1996, NASA hosted bian-
nual conferences dedicated to high-AOA research and technology (refs. 4–6).

The two prime objectives of the HATP were (1) to provide a flight-validated aircraft design method-
ology through experimental and computational methods that simulate and predict high-AOA aerodynam-
ics, flight dynamics, and flying qualities; and (2) to improve aircraft agility at high AOA while expanding
the usable high-AOA envelope. The development of these capabilities involved a close integration of
ground-based and flight activity, including wind-tunnel tests (refs. 7–10), computational fluid dynamics
(CFD) modeling (refs. 11–15), piloted simulations, advanced flight controls (refs. 16–20), and flight tests
to focus on high-AOA aerodynamics, advanced high-AOA control concepts, and maneuver management.
Access to full-scale flight conditions was deemed essential to address inherent shortcomings of subscale
model and ground tests. In addition, flight validation was expected to provide a more accurate evaluation
of the emerging technologies, methods, and concepts being used.

The aircraft selected for the flight portion of the HATP was a McDonnell Douglas F/A-18, subse-
quently named the F-18 HARV (fig. 1). Previously used for high-AOA and spin research testing at the
6



Naval Air Test Center, Patuxent River, Maryland, the aircraft was last flown by the Navy in
September 1982. Two years later, in October 1984, the aircraft was transferred to NASA and was trucked
to NASA Dryden. In the fall of 1985, major efforts to reassemble the aircraft began, along with removing
any unnecessary flight test wiring and installing a new research data system. On April 2, 1987, first flight
was performed at NASA Dryden, and on May 15, 1996, after 388 flights, testing ended according to the
three-phase program schedule of the HATP. Reference 21 provided a more detailed overview of the
HARV flight program and an accompanying reference list.

Phase I began in April 1987 and continued through 1989; in this period the F-18 HARV flew
101 research missions, investigating high-AOA aerodynamics and handling characteristics up to
55° AOA. Phase I also examined developmental issues of the HARV research instrumentation suite
and  established initial aerodynamic correlations between predictions and in-flight measurements
(refs. 22–26). Receiving particular attention were the burst location of strong vortices formed off the
wing-body-strake (leading-edge extension (LEX)) at high AOA and their role in inducing tail buffet
(refs. 27–31). PID was also performed on the basic F-18 HARV during this phase to initially assess
stability and control derivatives obtained from wind-tunnel tests and early flight tests by the manufacturer
and U.S. Navy (refs. 32–34). 

Phase II involved major hardware and software modifications to the HARV, incorporating a multiaxis
thrust-vectoring control system (TVCS) and research flight control system (RFCS), both described in
greater detail in the next section. This phase, from mid-1991 to late-1994, aggressively expanded the
HARV flight envelope. Demonstrated capabilities include stabilized flight at 70° AOA and rolling at
high rates at 65° angle of attack. 

Phase III flight activities, began in 1995 and completed by May 1996, investigated advanced aerody-
namic control concepts. These tests focused on the implementation of actuated forebody strakes mounted
conformally on the nose of the HARV to enhance directional control at high AOA (refs. 35 and 36). This
paper addresses the analysis and results of PID based on 25 subsonic longitudinal stability and control
maneuvers performed during 4 phase II flights involving thrust vectoring.

VEHICLE DESCRIPTION

Many details about the vehicle described in this section are from references 17, 37, 38, and 39; for a
more complete treatment of this and related topics, please refer to these documents. The following
sections describe the hardware configuration, TVCS, software configuration, control laws, and thrust-
vectoring mixer for the HARV.

Hardware Configuration

The aircraft testbed was the sixth full-scale developmental F-18, a single-place, twin-engine, fighter-
attack aircraft built for the U.S. Navy by McDonnell Douglas Corporation (St. Louis, Missouri) and
Northrop-Grumman Corporation (Los Angeles, California). The Navy previously used this particular
aircraft (serial number 160780) for high-AOA and spin testing. The F-18 HARV is powered by two Gen-
eral Electric (Lynn, Massachusetts) F404-GE-400 afterburning engines, rated at approximately 16,000 lb
static thrust at sea level. The aircraft features a midwing configuration with a wing-body strake or wing-
root LEX that extends from the forward portion of the fuselage and blends into the wing. The configura-
tion under study, dating from 1992 to 1994, carried the LEX fence modification introduced in early 1989
7



to reduce vertical tail buffet caused by impingement of the LEX vortex; this configuration did not include
the actuated forebody strakes used during phase III. As flown, the HARV carried no external stores and
was highly instrumented for research purposes. The wingtip launching rails and missiles were replaced
with specially designed airdata sensors and camera pods (as fully described in the “Instrumentation and
Data Acquisition” section). The in-flight refueling capability and tail-arresting hook were retained. Fig-
ure 2 shows a three-view drawing of the HARV, along with major physical characteristics.

The F-18 HARV has five pairs of conventional aerodynamic control surfaces: stabilators, rudders,
ailerons, leading-edge flaps (LEFs), and trailing-edge flaps (TEFs). The twin vertical stabilizers, with
trailing-edge rudders, are canted outboard approximately 20° from the vertical. The collective deflection
of the all-movable horizontal stabilators ( ), symmetric LEFs, and symmetric TEFs ( ) provides
conventional pitch control. For the longitudinal PID maneuvers addressed here, symmetric ailerons ( )
were also evaluated for control in the pitch axis. Roll control uses the ailerons, differential stabilator, and
asymmetric LEFs and TEFs. Symmetric rudder deflection and a rudder-to-aileron interconnect (RAI)
provide directional control. In addition, the FCS augments lateral-directional control with an aileron-to-
rudder interconnect (ARI). Symmetric aileron droop and rudder toe-in are employed in the power
approach configuration. A speed brake is on the upper aft fuselage, between the vertical stabilizers.
Table 1, reproduced from reference 37, lists maximum control surface position and rate limits.

Table 1. F-18 aerodynamic control surface position and 
rate limits.

Surface
Position limit,

deg
Rate limit,

deg/sec

Stabilator:
Trailing-edge up 24 40
Trailing-edge down 10.5 40

Aileron:
Trailing-edge up 24 100
Trailing-edge down 45 100

Rudder:
Trailing-edge left 30 82
Trailing-edge right 30 82

Trailing-edge flap:
Up 8 18
Down 45 18

Leading-edge flap:
Up 3 15
Down 33 15

Speed brake:
Trailing-edge up 60 20–30

δe δTEF
δsa
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Thrust-Vectoring Control System

The addition of a TVCS required significant hardware and software modifications to the aircraft. As
shown in figure 3, externally-mounted nozzle postexit vanes for the vectoring of thrust were added to
provide additional pitching and yawing moments. The engines were modified to accommodate the thrust-
vectoring vane installation by removing the divergent flap portion of the engine nozzle. Controlled
deflection of the vanes (three for each engine), which move into the engine exhaust plume, provides
thrust-vectoring capability. The location and geometry of the thrust vanes resulted from tradeoffs
between thrust-vectoring performance and possible interference with aerodynamic surfaces and the vanes
themselves, as figure 4 shows. The larger top vanes generate a greater nose-down pitching moment,
while the inboard and outboard vanes used together generate sufficient nose-up pitching moment. The
upper vanes work in conjunction with either outboard or inboard vane to produce yawing moment.
Details on the thrust vane mixer controller, which coordinates the combined motions of both aerody-
namic and thrust-vectoring controls, will be provided in a later section. Vane actuation is accomplished
using modified aileron electrohydraulic actuators. Table 2 shows vane system specifications from
reference 37.

To provide clearance for the outer vane actuator housing, the inside trailing edges of the stabilators
were modified slightly. The area of a single unmodified stabilator is 44.13 ft2, and the area removed was
0.89 ft2. This minor area reduction did not significantly reduce stabilator effectiveness. An emergency
spin recovery parachute was installed on the upper aft portion of the fuselage between the two engines.
The HARV also has an emergency hydraulic and electrical system in case of inadvertent loss of engine
power. Engine control was modified to provide a pilot-selectable turbine discharge temperature bias con-
trol for additional engine stall margin at high angles of attack.

Table 3, from reference 21, compares the unmodified and modified F-18 HARV. The total weight
difference of 4,119 lb includes approximately 2,200 lb for the TVCS itself; 1,500 lb for the spin chute,
emergency systems, and ballast (located in the nosecone for pitch balance); and 419 lb for equipment and
wiring not directly associated with the TVCS. The final TVCS design does not represent a production
prototype but is strictly an experimental installation for research evaluation of the thrust-vectoring
control concept. 

Table 2. TVCS specifications on the F-18 HARV.

Vane size, in.
Upper 20 × 20
Inner and outer 20 × 15

Vane area, in2 (ft2)
Upper 358.76 (2.49)
Inner and outer 263.64 (1.83)

Vane position limit, deg –10 to +25

Vane rate limit, deg/sec 80

Total weight, lb 2,200
9



Software Configuration

The TVCS hardware modifications required corresponding software modifications to the flight con-
trol system (FCS) and mission computer (MC) (refs. 17 and 38). The FCS for the basic F-18 consists of
quadruplex-redundant GE-701E flight control computers (FCCs) running the standard F/A-18 V10.1
flight control law, which is a digitally mechanized fly-by-wire control augmentation system. The basic
FCS was modified for HARV by adding an analog interface to the thrust-vectoring vane actuators and a
RFCS programmed in Ada (ref. 39).

Figure 5(a), taken from reference 39, shows the F-18 HARV computer architecture. The analog input
card and RFCS were installed in spare card slots in the basic GE-701E FCC. The FCC maintains overall
and primary control of the aircraft, controls input/output processing functions, communicates with the MC
for outer loop control, and displays information through a military standard (MIL-STD-1553) data bus. 

The RFCS was added to provide a flexible platform for control law research. The RFCS central
processing unit is a Pace (Performance Semiconductor Corp., Sunnyvale, California) MIL-STD-1750A
architecture processor slaved to the primary GE-701E computer. With the RFCS engaged, the 701E com-
puter selects the RFCS actuator commands computed by the 1750A computer rather than by the HARV
V10.1 control law. Dual-port random access memory (DPRAM) provides the communication link
between the 701E and 1750A computers, as illustrated in figure 5(a). The RFCS contains 32,000 words
of electrically erasable programmable read-only memory (EEPROM), 16,000 words of ultraviolet

Table 3. Comparison of unmodified and modified F-18 HARV.

Unmodified* Modified*

Parameter (phase I) (phases II and III)

Weight, lb 31,980 36,099

Reference wing area, ft2 400 400

Reference mean aerodynamic chord (MAC), ft 11.52 11.52

Reference span, ft 37.4 37.4

Center of gravity
Percentage of MAC 21.9 23.8
Fuselage reference station 454.33 456.88
Waterline 105.24 105.35

Roll inertia, slug-ft2 22,040 22,789

Pitch inertia, slug-ft2 124,554 176,809

Yaw inertia, slug-ft2 139,382 191,744

Product of inertia, slug-ft2 –2,039 –2,305

Overall length, ft 56 56

Wing aspect ratio 3.5 3.5

Stabilator span, ft 21.6 21.6

Stabilator area, ft2 88.26 86.48

* In each case, the fuel weight is 6,480 lb, which approximately represents a 60-percent fuel condition. The land-
ing gear is up; clean configuration with pilot and support equipment.
10



programmable read-only memory (UVPROM), 2,000 words of random-access memory (RAM), and
2,000 words of DPRAM. All RFCS command inputs, feedback inputs, monitor data, and actuator com-
mand outputs are communicated to the FCC via the DPRAM, such that the RFCS can be considered an
embedded control system.

The aircraft is under RFCS control only during the up-and-away research phases of a HARV flight.
First, the RFCS is armed by a cockpit toggle switch. Then, it is engaged (or activated) by the existing
nose-wheel steering switch on the control stick. The RFCS is manually disengaged via the arm switch or
a paddle switch on the control stick. Autodisengagement may occur if predefined limits on rates, acceler-
ations, engine sensors, or airdata sensors are exceeded. The 701E FCC retains complete failure detection
and fault management as well as appropriate mode switching in the event of certain failures. The basic
F-18 V10.1 control laws and RFCS control laws run independently, in parallel, and are computed contin-
uously throughout the flight envelope. The backup nature of this architecture allows the RFCS software
to be classified as non-safety-of-flight. The basic control laws are used during normal flight with the
RFCS disengaged, including takeoff and landing.

A useful and important research tool, called the onboard excitation system (OBES), was also
incorporated in the RFCS. Software in the OBES held preprogrammed research and envelope expansion
maneuvers, which were used for flutter envelope clearance, control power research, and aerodynamic and
control law PID. For aerodynamic PID, the OBES, when activated by the pilot, would command SSIs via
the RFCS to select control surfaces. By permitting single-surface aerodynamic control deflections, con-
trol surface correlation problems were eliminated from the PID analysis. Typically, the feedback and
control augmentation systems of modern fighter aircraft introduce relatively high correlations (near linear
dependency) between the aircraft controls and states, complicating the identification of individual control
surface effectiveness (ref. 40). Independent thrust-vectoring vane deflections were also available with the
OBES; these were not single-vane deflections but rather single-axis deflections, using all vanes to excite
responses in either the pitch axis or yaw axis.

Control Laws

The RFCS control laws were originally developed by McDonnell Aircraft Company (St. Louis,
Missouri) with the goal of demonstrating the research utility of the TVCS and to allow flight envelope
expansion of the RFCS software (ref. 17). The control laws were designed to provide stabilized flight at
high AOA as well as large amplitude maneuvering capability at high AOA. This capability was achieved
through the integration of both aerodynamic and propulsive controls. Initial design emphasis was placed
on the stabilized flight task. The RFCS control laws were designed with a modular approach and imple-
mented in Ada. The RFCS software can be separated into longitudinal, lateral-directional, thrust vane
mixer, and gross thrust estimation modules, with the latter two modules discussed in the following section. 

The longitudinal control law is an AOA command system that uses pilot stick position, AOA, pitch
rate (q), and inertial coupling feedback (via the product of angular rates p and r) as inputs. Inertial cou-
pling feedbacks are used to counteract undesirable cross-axis motion generated at high angular rates.
Both stabilator and pitch thrust vectoring are used for rapid commands, but steady-state vectoring is
driven to zero (washed out) if collective stabilator is not saturated. This scheme helps to minimize thrust
loss caused by vectoring, and reduces thermal loads on the vanes. Trimmed flight above approximately
55° AOA requires a nonzero steady-state pitch thrust vectoring because of stabilator saturation. The con-
trol stick is geared to provide an AOA of 70° at 5 in. of aft stick deflection. The control system selects
11



airdata-measured AOA below 25° AOA and selects INS-computed AOA above 30° AOA. The control
system fades between the two angles from 25°and 30° AOA.

The lateral-directional control laws use stability axis roll and yaw rate, lateral acceleration, sideslip
rate, and inertial coupling (product of p and q, directional only) as feedback signals. Differential stabila-
tor, aileron, differential TEFs, rudder, and yaw vectoring are used for stabilization, coordination, and
maneuvering flight. Differential LEFs are not used. Differential stabilator command is limited as a func-
tion of AOA and symmetric stabilator command to maintain pitch command priority. The lateral-
directional control law provides a feet-on-the-floor stability axis roll rate command capability; lateral
stick commands stability axis roll rate apart from rudder pedal inputs that command sideslip angle. At
low AOA and higher Mach numbers, the RFCS uses lateral-directional commands from the basic F-18
control laws with the addition of some yaw thrust vectoring to augment rudder power.

As new software versions of the RFCS control law integrating the thrust-vectoring system became
available, configuration control of the various versions was necessary. The original control law was
provided by McDonnell Aircraft Company, as described earlier, and close revisions to it included RFCS
version sets 22, 24, 26, and 28. These early versions, used during most of phase II and all the flights stud-
ied in this paper, were referred to as the NASA-0 RFCS control law. During the end of phase II, NASA
Langley, with help from NASA Dryden, developed a control law called NASA-1A, which first flew suc-
cessfully on flight 256 on June 3, 1994. Control law NASA-1A used a technique called variable-output
feedback gain to design the longitudinal axis. An eigenstructure-assignment design procedure, known as
control power, robustness, agility, and flying qualities tradeoffs, was used in the lateral-directional axes
in combination with a control power allocation technique called pseudocontrols. During phase III, the
addition of nose-mounted conformal strakes (actuated nose strakes for enhanced rolling (ANSER))
required a new ANSER control law to complement the NASA-1A thrust-vectoring control law. Refer-
ence 21 provided additional discussion of and references for these control system features.

When the RFCS is armed, the basic F-18 control system sets the turning vanes to a predetermined
ready position (the 0° vane deflection position). The V10.1 control laws continue to control the aircraft
until the pilot engages the RFCS, at which point the turning vanes move to the edge of the exhaust plume
boundary (approximately 8°–10° vane deflection depending on nozzle pressure ratio) as the RFCS con-
trol laws take over. The integrated coordination of the six thrust-vectoring vanes is performed by a RFCS
function known as the mixer.

Thrust-Vectoring Mixer

To interface the flight control laws with the thrust-vectoring vanes, a mixer was developed to trans-
late the pitch and yaw thrust-vectoring commands from the RFCS into appropriate vane commands for
distribution to the actuators. Although it is possible to command the six thrust-vectoring vanes individu-
ally from within the inner-loop control laws (similar to aerodynamic surfaces), the mixer function was
designed to accomplish the complex task of computing the proper thrust-vane deflections required to
achieve the desired moments from a separate software module.

The mixer was developed by McDonnell Aircraft Company from the results of high-pressure cold-jet
tests conducted at NASA Langley using a 14.25-percent-scale nozzle of the TVCS (refs. 41– 44).
Because the total moment achieved from thrust vectoring is a function of the vane deflection angle as
well as the thrust level, the RFCS calculates pitch and yaw thrust-vectoring commands in terms of
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degrees of vectored-thrust deflection on the basis of a reference gross thrust. The mixer then uses the
results of a real-time thrust estimation algorithm to scale the RFCS-commanded thrust-vectoring
moments to the thrust available and to adjust the vane angles to produce the desired control moments. In
this way, the apparent thrust-vectoring effectiveness is independent of engine thrust (within the range of
the vane position limits and accuracy of the thrust computation). Gross thrust for each engine is estimated
individually from nozzle exit radius, engine pressure ratio, and power lever angle for the left or right
engine (ref. 45). The mixer requires nozzle pressure ratio, estimated gross thrust, nozzle exit radius from
each engine, and the desired vectoring commands to produce the six thrust vane actuator commands.
Position, rate, and load limiting are also accounted for by the mixer. In addition to the NASA Langley
14.25-percent-scale cold jet tests, reference 46 described independent subscale laboratory tests to predict
thrust-vectoring effectiveness.

Figure 5(b), taken from reference 17, shows a simplified diagram of the thrust vane mixer function.
The original corporate report on the theory and implementation of the mixer is found in reference 47.

Toward the end of phase II of the HARV flight program and after the flights examined here, newer
versions of the mixer were studied. The original mixer was subsequently called mixer 1. Only one of the
several revisions, however, mixer 4.2, was carried through to flight. Mixer 4.2 was incorporated in the
NASA 1A control law, which was first successfully flown during flight 256 on June 3, 1994. The devel-
opment of mixer 4.2 was motivated because mixer 1 had no roll-vectoring capability (only pitch and
yaw), nor did it prioritize pitch and yaw vectoring when a combination of these commands could not be
simultaneously achieved. The new mixer was developed with a numerical optimization technique based
on thrust-vectoring effectiveness and thrust-loss data from ground tests and considerations of optimal
vane placement of inactive vanes. The primary design requirement was to achieve the commanded
thrust-vectoring moments with the smallest error practical while incorporating a pitch-yaw-roll priority
logic and meeting structural limitations. A complete description of the design methodology and optimiza-
tion process used to develop the new mixer is in reference 48. Again, all 4 flights and 25 PID maneuvers
studied in this paper were flown with mixer 1.

INSTRUMENTATION AND DATA ACQUISITION

The MC controlled the MIL-STD-1553 multiplex (MUX) data bus, which provided a standard inter-
face for all equipment connected to the bus such as monitoring instrumentation and recording systems.
The MC also was the interface between the flight control sensors and computers to the pilot’s digital
display indicators, which display primary flight information as well as system status, caution, and failure
annunciation. Selected flight information could also be presented on the pilot’s head-up display.

Research instrumentation included three-axis linear accelerometers, attitude and angular-rate gyros,
control surface position transducers, and redundant airdata sensors. Angle of attack was available with
production airdata sensors mounted on the forward fuselage, but only up to approximately 35° AOA
because of sensor position limits. For this reason, AOA—as well as AOA rate, angle of sideslip, and side-
slip rate—was computed in the MC using data from the inertial navigation system. In addition to
inertially-derived airdata, two high-AOA airdata systems were developed. One system used swiveling
(self-aligning) pitot probes with conventional AOA and sideslip vanes mounted on both wingtips
(ref. 49). A second system used a pneumatic flush airdata system consisting of several pressure sensors
located around the tip of the HARV nosecone (refs. 50–52). Airdata from both systems were used for
postflight data analysis. Additionally, airdata from the wingtip swivel probes were used for real-time
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cockpit display and control-room monitoring. Airdata used in the present PID analysis were taken from
the wingtip probes.

Many other parameters were measured to study high-AOA flight. Additional instrumentation
included 75 thermocouples and 14 strain gauges on the thrust-vectoring system for monitoring tempera-
tures and loads. Nearly 400 static pressure orifices were installed on the forebody and LEX to character-
ize the forebody pressure distribution (refs. 25 and 26). Off-surface flow visualizations of the forebody
and LEX vortices were obtained using a smoke-generation system that emits particles at the nosetip and
the LEX apex (refs. 27 and 53). Four video cameras and one still camera were used to photograph the
flow. Surface flow visualization was examined using conventional tufts as well as an emitted fluid tech-
nique (ref. 23). Flow-visualization and pressure data were used to correlate with and validate external
flow CFD codes (refs. 11–15) and full-scale wind-tunnel predictions (refs. 7 and 8).

Both engines were instrumented to monitor engine operation and were equipped with a real-time
thrust measurement system (ref. 45). The right engine had additional instrumentation for engine and inlet
diagnostics, with 63 pressure sensors installed along the inlet lip and down the duct to measure inlet dis-
tortion at high AOA. An inlet rake with 40 high-response pressure sensors was also installed just forward
of the right-engine compressor face to study compressor stalls during high-AOA dynamic flight (ref. 54).
Data from the inlet sensors and inlet rake also validated internal flow CFD analyses of the F-18 HARV
inlet (refs. 55 and 56).

Data measurements and video signals were telemetered to ground stations for real-time monitoring in
the control room, and were recorded for postflight analysis. The telemetry system comprised two inde-
pendent, asynchronous, pulse code modulation (PCM) data encoders, each with a basic PCM word size of
10 bits. All outputs of the encoders were sent by telemetry to the ground, as no onboard recording of
PCM data was available. Special provisions were incorporated in the data acquisition system for higher
resolution signals of certain types of data. As many as 2,000 parameters could be telemetered on the two
PCM telemetry streams, with data rates as high as 2,142 Hz on select signals.

Flight data used in the present PID analysis were acquired from ground-recorded data and thinned to
a final sample rate of 40 Hz. Measurements of AOA and sideslip were corrected for center-of-gravity
(CG) offset. Corrections for upwash, sidewash, and boom-bending effects were also made for boom-
obtained airdata. Linear accelerometer data were corrected in the PID program for instrument offsets from
the CG. Transducers were also available for measuring engine operation and fuel consumption, from
which instantaneous mass and inertia characteristics could be calculated. Furthermore, before the maneu-
vers were analyzed, the data were corrected for time lags introduced by sensor dynamics and signal filter-
ing. Making these corrections was critical to adequately estimate stability and control derivatives (ref. 40).

METHODS OF ANALYSIS

Parameter Identification Formulation

A primary purpose of the HARV flight program was to evaluate the aircraft configuration during
high-AOA flight. While flying at high AOA, significant flow separation and vortical flow over the air-
craft causes the vehicle to exhibit uncommanded responses. Reference 57 presented a discussion of
maneuver difficulties and related analysis issues under these conditions for the 3/8-scale F-15 Remotely
Piloted Vehicle aircraft at AOA from –20° to 53°. At high AOA, the uncommanded motions vary from
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relatively small amplitude, high-frequency disturbances to very large wing rocking motions to complete
rolloff from the flight condition. In addition to being bothersome to the pilot, the motions also complicate
the extraction of stability and control derivatives from the planned stability and control maneuvers
(ref. 57). The OBES aided the present analysis by augmenting the RFCS control laws and allowing for
SSIs. To better analyze the existing maneuvers, it was necessary to account for the uncommanded
portions of the aircraft motion.

The procedure implemented in this analysis used state noise to model the uncommanded forcing
function. References 58, 59, and 60 completely described this technique. The technique applied to the
HARV data also required that the normal aircraft equations of motion be linear in the aerodynamic coef-
ficients; this presented no particular difficulty because the normal stability and control derivatives were
already locally linear approximations of nonlinear aircraft aerodynamics. 

To perform the analysis presented in this report, an existing parameter estimation computer program
was modified to properly account for the additional complexity required to include the effects of the state
noise (inputs due to separated and vortical flows) on the stability and control maneuvers. A brief descrip-
tion of the state noise algorithm follows.

A precise, mathematically probabilistic statement of the parameter estimation problem is possible.
The first step is to define the general system model (aircraft equations of motion). This model can be
written in the continuous/discrete form as follows:

(1)

(2)

(3)

where x is the state vector, z is the observation vector, f and g are system state and observation functions,
u is the known control input vector,  is the unknown parameter vector, n is the state noise vector,  is
the measurement noise vector, F and G are system matrices, and t is time. The state noise vector is as-
sumed to be zero-mean, white Gaussian, and stationary; and the measurement noise vector is assumed to
be a sequence of independent Gaussian random variables with zero mean and identity covariance. For
each possible estimate of the unknown parameters, a probability that the aircraft response time histories
attain values near the observed values can then be defined. The maximum likelihood estimates are de-
fined as those that maximize this probability. Maximum likelihood estimation has many desirable statisti-
cal characteristics; for example, it yields asymptotically unbiased, consistent, and efficient estimates.

If equations (2) and (3) are linearized (as is the case for the stability and control derivatives in the air-
craft problem), then

(4)

(5)

(6)

x t0( ) x0=

•x t( )  f x t( ) u t( ) ξ,, F ξ( )n t( )+=

z ti( )  g x ti( ) u ti( ) ξ,, G ξ( )η i+=

ξ η

x t0( ) x0=

•x t( )  Ax t( ) Bu t( ) Fn t( )+ +=

z ti( )  Cx ti( ) Du ti( ) Gη i+ +=
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where A, B, C, and D are system matrices.

When state noise is important, the nonlinear form of equations (1) to (3) is intractable. For the linear
model defined by equations (4) to (6), the cost function (i.e., a function of the difference between the
measured and computed time histories) that accounts for state noise is as follows:

(7)

where R is the innovation covariance matrix and N is the number of time points. The  term in equa-
tion (7) is the Kalman-filtered estimate of z.

To minimize the cost function , we can apply the Newton-Raphson algorithm, which chooses
successive estimates of the vector of unknown coefficients . Let L be the iteration number. The L + 1
estimate of is then obtained from the L estimate as follows:

(8)

If R is assumed fixed, the first and second gradients are defined as follows:

(9)

(10)

where GG* is the measurement noise covariance matrix.The Gauss-Newton approximation to the second
gradient is as follows:

(11)

The Gauss-Newton approximation, which in past reports by the first author was sometimes referred to
as modified Newton-Raphson, is computationally much easier than the Newton-Raphson approximation
because the second gradient of the innovation never needs to be calculated.

Figure 6 illustrates the maximum likelihood estimation concept. The measured response is compared
with the estimated response, and the difference between these responses is called the response error. The
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cost function of equation (7) includes this response error. The minimization algorithm is used to find the
coefficient values that minimize the cost function. Each iteration of this algorithm provides a new esti-
mate of the unknown coefficients on the basis of the response error. These new estimates are then used to
update values of the coefficients of the mathematical model, providing a new estimated response and,
therefore, a new response error. Updating of the mathematical model continues iteratively until a conver-
gence criterion is satisfied (i.e., when the ratio of change in the total cost to the total cost, , is
less than 0.000001). The estimates resulting from this procedure are the maximum likelihood estimates.

The maximum likelihood estimator also provides a measure of the reliability of each estimate based

on the information obtained from each dynamic maneuver. This measure of the reliability, analogous to

the standard deviation, is called the Cramér-Rao bound (refs. 59 and 61). The Cramér-Rao bound, as com-

puted by current programs, should generally be used as a measure of relative, rather than absolute, accu-

racy. The bound is obtained from the approximation to the information matrix, H, which is based on

equation (11); the actual information matrix is defined when evaluated at the correct values (not the max-

imum likelihood estimates) of all the coefficients. The bound for each unknown is the square root of the

corresponding diagonal element of H–1; that is, for the ith unknown, the Cramér-Rao bound is .

The stability and control derivatives to be presented in the “Results and Discussion” section were
analyzed assuming that state noise was present in all maneuver cases.

Equations of Motion

The linearized aircraft equations of motion used in the PID analysis are derived from the more general
system of nine coupled nonlinear differential equations that describe the aircraft motion (refs. 62 and 63).
These nonlinear equations assume a rigid vehicle and a flat, nonrotating earth. The time rate of change of
mass and inertia is assumed negligible, and fuel-sloshing effects are ignored. No small-angle approxima-
tions are used, but the absolute values of β and θ must be less than 90° because of singularities at ± 90°.
The aircraft velocity must not be zero; no symmetry assumptions are made. Engine-thrust terms are
included, assuming the engine alignment and thrust vector are along the x-axis. (Terms accounting for
thrust vectoring are included in the expressions for the aerodynamic coefficients, to be described later.)
The equations are written in body axes referenced to the CG. All angles are in degrees. The  and  equa-
tions are not included. The remaining system of state equations is as follows:

(12)

(13)
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(14)

(15)

(16)

(17)

(18)

Most aircraft, including the F-18 HARV examined here, are nearly symmetric about the 
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 plane.
This symmetry can be used, along with small-angle approximations, to separate the equations of motion
into two largely independent sets describing the longitudinal and lateral-directional motions of the air-
craft. Some nonlinear terms are linearized through the use of measured data. References 62 and 64 gave a
more comprehensive treatment of the aircraft PID linearization problem.

Symmetry and small perturbation approximations allow the longitudinal equations of motion
(eqs. (12), (15), and (17)) to be expressed in a form that contains locally linear approximations in the
aerodynamic coefficients as required by equation (5) (repeated here):
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The aerodynamic terms of interest in equations (12) and (15) are 
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 are expanded as follows:
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The unknown stability and control derivatives to be estimated by PID are , , ,

, , , , , , , , , and . (  is not estimated

and is fixed at zero in the analysis in this paper.)  and  are, respectively, the coefficients of

normal force and pitching moment due to pitch vane input. These derivatives are related back to equation
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The state noise coefficients are  and , and the state noise is defined as and .

 

RESULTS AND DISCUSSION

 
The 25 stability and control maneuvers examined here were all analyzed with the PID technique

described in the previous section. All maneuvers were subsonic and performed as small perturbation
maneuvers about the 1-g flight condition near AOAs of 10

 

°

 

, 20

 

°

 

, 30

 

°

 

, 40

 

°

 

, 50

 

°

 

, and 60

 

°

 

. The maneuvers
were performed by the OBES while the vehicle was under RFCS control as described in the “Software
Configuration” section. All maneuvers were analyzed assuming state noise was present as described
earlier, although those maneuvers near 10

 

°

 

 AOA did not exhibit significant uncommanded motions caused
by unsteady flow phenomena.

Variations in control input excitation and dynamic response were exhibited between maneuvers
conducted at different average AOAs. Table 4 summarizes these variations. These variations can be under-
stood by examining four typical stability and control maneuvers near 10
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, 20
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, 30

 

°

 

, and 40

 

°

 

 AOA. This dis-
cussion is a prelude to a discussion of the resulting derivative estimates and associated limitations of the
PID analysis.
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Stability and Control Maneuvers

Figure 7 illustrates a typical longitudinal maneuver performed near 10° AOA (maneuver 1 in table 4).
Figure 7(a) shows the flight condition of the 24-sec maneuver with AOA varying between 7° and 13°,
altitude between 32,000 and 30,300 ft, Mach number between 0.47 and 0.57, and dynamic pressure
between 88 and 139 lb/ft2. Figure 7(b) shows the longitudinal response variables used for PID: AOA ( ),
pitch rate (q), pitch attitude ( ), and normal acceleration (aN). Figure 7(c) shows the control inputs used
to excite the vehicle response: elevator deflection ( ), symmetric trailing-edge flap deflection ( ),
symmetric aileron deflection ( ), pitch-vane input ( ), and yaw-vane input ( ). The individual
vane deflections (V1, V2, V3, V4, V5, and V6 defined in figure 5(b)) are plotted in figure 7(d) along with
the thrust from each engine, TL and TR, and the total thrust, T.

Table 4. Summary of OBES-commanded control input amplitudes.

Maneuver
number

Average α,
deg

∆α,
deg

∆δe,
deg

∆δTEF,
deg

∆δsa,
deg

δpv/T range,
deg

1 9.6 6 11 29 29 –5 to +5

2 9.8 7 11 29 29 – 4 to +3
3 10.6 6 11 29 29 –5 to +5
4 11.0 6 11 30 29 –3 to +3
5 11.4 8 10 29 26 – 4 to + 4

6 20.2 7 17 33 50 0 to +10
7 20.8 6 17 34 50 0 to +10
8 23.1 8 17 33 50 –2 to +8

9 29.1 8 16 25 46 –2 to +7
10 29.7 5 19 26 50 0 to +10
11 31.3 5 19 26 50 –5 to +10
12 31.3 6 17 26 50 –2 to +7
13 31.9 6 18 26 50 –2 to +7

14 39.0 4 10 15 29 – 4 to + 4
15 39.8 7 15 25 45 –2 to +7
16 39.8 6 17 25 50 –5 to +7
17 39.9 4 10 15 29 – 4 to + 4
18 40.9 6 17 25 49 –6 to +6

19 46.7 6 17 25 50 – 4 to +8
20 47.9 5 9 15 29 –3 to +3
21 48.2 7 15 25 45 –2 to +7
22 48.4 7 17 25 50 –3 to +8

23 59.5 9 3 15 29 –10 to –30
24 60.2 3 3 15 29 –10 to –30
25 60.3 10 6 25 46 –5 to +2

α
θ

δe δTEF
δsa δpv δyv
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As figure 5(b) showed, V1, V2, and V3 are the upper-, outer-, and inner-vane deflections for the left
engine; and V4, V5, and V6 are the upper-, outer-, and inner-vane deflections for the right engine. If the
vanes are assumed to just touch the exhaust plume (an assumption to be discussed later), the equivalent
pitch-vane and yaw-vane inputs in figure 7(c) are defined by the following equations:

(27)

(28)

where T is the total thrust equal to TL + TR. In figure 7(d), the individual vanes are plotted as longitudinal
effector pairs; that is, where the overplotted vane signals agree, a force and moment will result in the lon-
gitudinal axes. Where they do not agree, a force and moment will result in the lateral-directional axes.
The degree to which the plotted vane signals of figure 7(d) agree or disagree in producing an adequate
longitudinal response is illustrated by examining the and  equivalent vane inputs in figure 7(c),
which are computed from equations (27) and (28).

Figure 7(e) shows the least-squares fit between vane positions V1, V2, and V3, and their respective
normalized measured loads, L1, L2, and L3, from the left engine. The vanes on the right engine were not
instrumented to measure loads. The information contained in the least-squares fits shown in this figure
and its implications will be discussed later.

As were all 25 maneuvers discussed in this report, the maneuver shown in figure 7 was performed by
OBES with the aircraft under RFCS control. The aircraft responses given in figure 7(b) resulted from the
control input excitation given in figure 7(c). Doublets were commanded by the OBES on each of the four
vehicle controls in the following sequential order: , , , and . The resulting control inputs
to the aircraft are shown in figure 7(c), where the doublets and the subsequent effect of the RFCS feed-
back can be seen for , , and . In contrast, the symmetric aileron signal does not contain any
motion due to feedback. The four control doublets are all very distinct and independent, which is very
desirable for PID analysis.

The primary reason to command individual control doublets is to guarantee independent information
from all of the controls as well as all of the states. This independence ensures the identifiability of each
control and of each state variable. With a feedback system, the control motions can be defined as a func-
tion of the fed-back responses and the other control positions, thereby making the states and control posi-
tions almost linearly dependent (ref. 40), which is undesirable for identifiability. The independent doublet
on each control ensures that this near-linear dependence does not occur. The SSI approach to PID has
been investigated for several other flight research programs, including the recent and similarly thrust-
vectoring X-31 (ref. 65).
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Further inspection of the plotted signals in figures 7(b) and 7(c) shows high correlation between the
response and control signals arising from the feedback control system. This correlation is particularly evi-
dent by comparing the pitch rate response signal (q) and the pitch vane input signal ( ) in the first
16 sec. Note, however, that the OBES-commanded independent  doublet that occurs after 16 sec is
free of any correlation and guarantees acceptable identifiability of . All five maneuvers near 10°
AOA looked very similar to the maneuver shown in figure 7.

Figure 8 is a typical maneuver near 22° AOA (maneuver 8 in table 4). Figure 8(a) shows the flight
condition for the 18-sec maneuver for an AOA between 19° and 27°, altitude between 29,300 and 28,300
ft, Mach number between 0.39 and 0.37, and dynamic pressure between 69 and 63 lb/ft2. Figure 8(b)
shows the response variables, figure 8(c) shows the control variables, figure 8(d) shows the individual
vane positions, and figure 8(e) shows the least-squares fit between the left-engine vanes and the corre-
sponding loads in an analogous fashion to that shown in figure 7. The same observations about the OBES
doublets and the independence of the controls can be made for this maneuver as were made for the
previous maneuver.

The main difference between this maneuver and the one near 10° AOA, other than flight condition, is
that the amplitudes of elevator doublet and symmetric aileron doublet are both 70 percent greater in the
current maneuver than in the previous maneuver. Other differences are that the current maneuver has
only the positive portion of the  doublet and it is about twice the amplitude. The second (negative)
half of the doublet was so large that it caused a change in AOA of more than 20°, resulting in a peak
AOA of more than 40°. This large excursion violated the small-perturbation assumptions used to linear-
ize the equations of motion as was mentioned in the “Equations of Motion” section. Therefore, truncation
of the maneuver at 18 sec was necessary. In addition to limiting the amount of  information, this trun-
cation eliminated the useful free-oscillation portion following a doublet where there is little control activ-
ity, as occurred in the 10° AOA maneuver shown in figure 7 after 21 sec. Similar truncations were
required for all eight maneuvers between 20° and 32° AOA. The other two maneuvers near 20° AOA
(table 4) were similar to the maneuver shown in figure 8.

Figure 9 presents a 19-sec maneuver near 30° AOA that varies between 27° and 33° AOA
(maneuver 13 in table 4). Figure 9(a) shows the flight condition, figure 9(b) shows the response variables,
figure 9(c) shows the control variables, figure 9(d) shows the vane positions, and figure 9(e) shows the
least-squares fit of the left-engine vanes and the corresponding loads. As with the previous (22° AOA)
maneuver, this maneuver and the other four maneuvers near 30° AOA had to be truncated, leaving only
the positive portion of the  doublet. The OBES doublet amplitudes for the four other 30° AOA
maneuvers are all very similar to those of this maneuver and those of the previous maneuver (table 4). A
distinct feature of the 30° AOA maneuvers is that because the AOA remains greater than 27°, the 
are no longer part of the feedback control system, as manifested by the absence of the oscillatory portion
of the  signal that was present in figures 7 and 8.

Figure 10 illustrates a 25-sec maneuver near 40° AOA that varies between 38° and 42° AOA
(maneuver 17 in table 4). Figure 10(a) shows the flight condition, figure 10(b) shows the aircraft
responses, figure 10(c) shows the control inputs, figure 10(d) shows the individual vane positions, and
figure 10(e) shows the least-squares fit of the left-engine vanes with their corresponding loads in a fashion
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similar to that for the previous three figures. Because of separated and unsteady flows at this high AOA,
all response variables are noticeably noisier than those for the 10° AOA maneuver. In addition, this
maneuver is similar to the 10° AOA maneuver shown in figure 7 in that the  doublet need not be trun-
cated to keep the maneuver within the small-perturbation assumptions. An important observation regard-
ing this maneuver is that the , , and  doublets are half the amplitude of the other maneuvers
discussed near 20° and 30° AOA, resulting in smaller variations in the response signals. Two of the five
maneuvers near 40° AOA have these lower amplitude doublets. The other three 40° AOA maneuvers,
however, have the larger amplitude doublets for , , and  as found in the 20° and 30° AOA
maneuvers (table 4). The amplitude of the  doublet is the same as that for the 10° AOA maneuver. The

 still shows that it is no longer part of the feedback control system, as the trimmed AOA remains
greater than 27°.

The significant variations in amplitude and character of the OBES doublets illustrated by the previous
discussion made the interpretation of the PID analysis somewhat cumbersome. Each maneuver in itself is
excellent in that sufficient response is obtained from the substantially independent doublet of each con-
trol. The overall interpretation of the 25 maneuvers—stimulated by different control input amplitudes—is
difficult. In addition, the natural scatter of estimates in the difficult-to-analyze, high-AOA flight regime
further obfuscates the interpretation of the data. By taking the aforementioned maneuver differences into
account, however, the reader can reach meaningful conclusions, as will be seen in the next section.

Stability and Control Derivative Results

This section presents and discusses the stability and control derivatives resulting from PID. Each sta-
bility and control derivative is plotted as a function of AOA, where the circle symbols are the flight
estimates, the vertical lines are the uncertainty levels, the solid line is the fairing of the flight estimates
based on the authors’ interpretation of the flight estimates, and the dashed line is a fairing of the predicted
values taken from cold-jet thrust vectoring tests (ref. 41) and a simulation based primarily on wind-tunnel
data (refs. 66 and 67). The aerodynamic wind-tunnel data used to characterize the prediction fairing were
for the basic F-18 configuration, without accounting for the external modifications made on the HARV
which included the thrust-vectoring apparatus and the LEX fences as discussed in the “Hardware Config-
uration” section. A secondary dashed fairing (dash-dot-dash) on some of the plots is explained later. The
uncertainty levels (ref. 40) shown on the plots are obtained by multiplying the Cramér-Rao bound of each
estimate by a factor of 5. The fairing of the estimates is based on the uncertainty levels, the scatter of
adjacent estimates around a given AOA, and engineering judgment of the maneuver quality. Theoreti-
cally, information on maneuver quality such as the length of the maneuver, amount of response signal
noise at the time of the control input, excitation of response variables (α, q, , and aN), and the quality of
the fit of the maneuver is contained in the value of the uncertainty level. A large uncertainty level indi-
cates low information content on the derivative estimate for that maneuver, and a small level indicates
high information content.

The estimation of stability and control derivatives at high AOA is always difficult because of the
uncertainty of the aerodynamic mathematical model and the occurrence of uncommanded responses dur-
ing the dynamic maneuver. The interpretation of the data is complicated for the F-18 HARV because of
variations in the amplitudes of the control doublets between maneuvers as pointed out in the last section.
Table 4, which showed these amplitude variations, will be referred to frequently in the following discus-
sion to point out how the stability and control derivative plots are interpreted.
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Aerodynamic Control Derivatives

Figure 11(a) shows  as a function of AOA. Good overall agreement is seen between predicted

and flight-determined values, with the flight values showing somewhat less effectiveness below

38° AOA and somewhat more effectiveness above 38° AOA. The shaded symbols indicate maneuvers

with smaller amplitude  doublets, as observed from table 4. In particular, two of these maneuvers are

near 40° AOA and a third near 50° AOA, through which a secondary fairing is drawn. This secondary

fairing between 40° and 50° AOA indicates that the elevator is somewhat (perhaps 10 percent) more

effective for smaller  deflections than for larger  deflections in this AOA range. Perhaps the same

would be true at other AOAs, but no evaluation can be made because the  doublets at 10°, 20°, 30°,

and 60° AOA are either all large or all small. Figure 11(b) shows  as a function of AOA. The flight

value is consistently lower throughout the AOA range than the prediction value. The shaded symbols

indicate maneuvers with smaller amplitude  doublets. Here again, the elevator appears more effective

for smaller deflections than for larger deflections in the 40° to 50° AOA range.

Figure 12(a) shows the estimates of pitching moment due to trailing-edge flap deflection, .

The flight values are less effective than predicted throughout the AOA range except near 30° where flight

and predicted agree. The shaded symbols indicate maneuvers wherein the amplitude of the  doublet

is small (table 4). Two of these symbols are near 40° AOA and another is near 50°. As shown by the sec-

ondary fairing through these symbols, the smaller-amplitude  maneuvers seem to have less effec-

tiveness (less effect on pitching moment) than the larger-amplitude  maneuvers. Figure 12(b) shows

 as a function of AOA. The flight values are lower than predicted below 42° AOA. The secondary

fairing through the shaded symbols near 40° and 50° AOA suggests somewhat more normal force per

degree of  deflection for small deflections than for large deflections.

Figure 13(a) shows the estimates of pitching moment due to symmetric aileron  as a function of

AOA. Excellent agreement is seen between flight-determined and predicted values below 40° AOA with

the flight values being somewhat less effective above 40° AOA. The shaded symbols indicate maneuvers

with smaller  amplitude doublets (table 4), with no apparent effects seen in the estimates because of

this variation in amplitude. Figure 13(b) shows  as a function of AOA. Fairly good agreement is

seen between flight-derived and predicted values below 30° AOA. A smaller flight value is indicated

between 30° and 50° AOA, and a larger value above 50°.
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Thrust-Vectoring Control Derivatives

Figure 14(a) gives the coefficient of pitching moment due to pitch vectoring , and figure 14(b)

gives the coefficient of normal force due to pitch vectoring, . The mechanization and software

driving the thrust vectoring are described in an earlier section. Details on the prediction of the effective-

ness of the thrust vectoring are given in references 41– 44. Thrust-vectoring effectiveness is defined in

terms of the effective plume deflection, measured from the nominal (nonvectoring) thrust line. When the

vane is against or inside the plume, this effectiveness has been predicted in reference 41 to be

0.94 deg/deg or 0.0164 rad/deg, which is the ratio of plume deflection to vane deflection for nozzle pres-

sure ratios of 2. The data in reference 41 also show that a similar value is true for nozzle pressure ratios of

4 and 5. All 25 maneuvers presented here had nozzle pressure ratios between 4 and 5. The pitch vane

effectiveness is different from the other traditional stability and control derivatives studied in this report

in that the  derivatives are not a function of aircraft velocity or dynamic pressure. Because of this

difference, the  and  derivatives are normalized by dividing the moment and force by both

the vane deflection and thrust (that is, the pitch vane input as defined in equation (27)). Therefore, the

units on  is feet per degree and the units on  is 1/degree. The thrust is calculated for each

sample point using the method described in reference 45. Then  is calculated by equation (27) and is

used as an input to the equations of motion. The derivatives  and  are then estimated the

same way as all the other derivatives, as described earlier in the “Parameter Identification Formulation”

section. The predicted value of  is 0.0164 deg–1; and the predicted value of , based on a

moment arm of approximately 20 ft between the aircraft CG and the center of the vanes, is – 0.328 ft/deg.

Figure 14(a) shows the flight-determined values of  to be about – 0.25 ft/deg up to 30° AOA,

with gradually decreasing magnitudes at higher AOA. Poor agreement is seen with the prediction of

– 0.328 ft/deg. The primary reason for this decreased effectiveness is found by examining figures 7(e),

8(e), 9(e), and 10(e). As mentioned earlier, these figures compare individual vane deflection with the

least-squares fit of the normalized load on the corresponding thrust-vectoring vane. By inspecting these

figures, one can see that the deflection of a single vane affects the load on the opposing vane or vanes.

For instance, figure 7(e) shows a  doublet that occurs at 17 to 21 sec. Before the doublet, the individ-

ual vanes are positioned by the RFCS to just touch the plume, which turns out to be about a 9° or 10°

vane deflection. 
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When V1, the left-engine upper vane, is deflected into the plume at 17 sec, a load is seen to increase
on V2, the outer vane, and on V3, the inner vane, although there is no corresponding deflection of either
vanes V2 or V3. The same effect can be seen when V2 and V3 are deflected into the plume that a load with
the same signal shape as deflections V2 and V3 appears on the opposing vane V1. For the approximately
5° deflection of an activated vane during a doublet, a corresponding load amounting to from 1° to 1.5° is
observed in the opposing inactive vane. The impingement of the vectored plume on the opposing vane or
vanes will result in reduced effectiveness. For the remainder of this discussion, this effect will be called
plume pinching. Thus, for the large 5° deflections of the  doublet, the 1° to 1.5° apparent deflection
on the opposing vanes would result in a 20- to 30-percent reduction in pitch vane effectiveness. The same
effect can be seen for the other three maneuvers at 20°, 30°, and 40° AOA (figs. 8(e), 9(e), and 10(e)).
The plume-pinching effect can be seen on all four maneuvers to a lesser extent on smaller  deflections
partially caused by the least-squares technique weighting the large deflections the most.

The potential 20- to 30-percent reduction in effectiveness is about that seen in figure 14(a) for 

between 10° and 30° AOA. The reduced effectiveness above 30° may be caused by additional effects of

the free airstream. The much-reduced effectiveness at 60° AOA may result from the exact point of con-

tact between the vane and the plume being more difficult to identify. Also, because the stabilator is

saturated for trimmed flight above 55° AOA (as was discussed in the “Control Laws” section), a nonzero

steady-state  is required to maintain 60° AOA flight. Thus, the actual  doublet is commanded in

addition to this nonzero pitch vane input. Taking into consideration the previous discussion, the agree-

ment between flight-determined and predicted values of  is very good up to 30° AOA and fairly

good at 40° and 50° AOA.

Figure 14(b), the  derivative, shows good agreement between flight-determined and predicted

values from 10° to 30° AOA without accounting for plume pinching. Above 30° AOA, the comparison is

not as good, as the flight and maneuver conditions are similar to those found for  above 30° AOA.

Further analysis showed that  was being defined primarily by the small-amplitude  portions of

the maneuver. When the data were reanalyzed using only the doublet portion (5° large-amplitude input)

of the maneuver, the  also showed the effects of plume pinching. This pinching effect can be seen

in figure 14(c) where the results of the doublet-only portion (shaded symbols) are plotted along with the

original results shown in figure 14(b). Figure 14(c) reveals a 20-percent reduction in  due to plume

pinching when only the large amplitude portions of the maneuvers are considered at 10° and 20° AOA.

This reduction in effectiveness is similar to that seen for  at 10° and 20° AOA. The ratio of 
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in figure 14(a) to  in figure 14(c) is roughly 20 to 1. This ratio should be expected because the dis-

tance between the aircraft CG and the center of the vanes is approximately 20 ft, such that the primary

normal force will occur at the vanes and produce a normalized pitching moment about the CG 20 times

thereof.  showed the effects of plume pinching and  did not when the entire maneuver was

initially analyzed (fig. 14(b)) because the primary information for each derivative is contained on differ-

ent measurement signals. Pitch rate is the primary source of information for , and normal accelera-

tion is the primary source of information for . Evidently, the noisy aN signal was better matched by

the small  deflections in figure 14(b). Again, as figure 14(c) shows, a nonlinearity exists between

small and large  deflections (partially due to the amount of plume pinching), and the PID method

found more benefit from the small-deflection portion on .

In addition, the accuracy of the real-time thrust measurement and calculation is important (ref. 45).
Variations in this measurement or calculation from maneuver to maneuver will result in additional scatter
in the estimates.

Stability Derivatives

Figure 15 shows the pitch-damping derivative  as a function of AOA. The flight-determined val-

ues are less negative than predicted from 10° to 20° AOA and at 60° AOA. Overall, the agreement is

fairly good for this very difficult derivative to obtain from flight or wind-tunnel testing. The flight values

show that the HARV is damped at 50° AOA, while the prediction shows it is undamped.

Figure 16(a) shows the subsonic longitudinal stability derivative , where the flight values are

compared with predicted values as a function of AOA. Below 30° and above 50° AOA there is excellent

agreement. Both sets of values tend toward less stability between 20° and 30° AOA and more stability

between 30° and 50° AOA. The largest disagreement occurs near 40° AOA, with the flight values show-

ing much less stability than the predicted values. 

Figure 16(b) compares flight-determined and predicted values for . Overall, the agreement is

very good, with small variations as to which value is larger below 40° AOA. Both flight and predicted

values show that  is near zero at 60° AOA.

CONCLUSIONS

The subsonic longitudinal stability and control derivatives of the F-18 High Angle of Attack Research
Vehicle (HARV) are determined from dynamic flight data using a maximum likelihood parameter
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identification technique. The technique uses the linearized longitudinal aircraft equations of motion,
accounting for thrust-vectoring terms as well as state and measurement noise. State noise is used to
model the uncommanded forcing functions resulting from unsteady flows at high angles of attack. The
aircraft is equipped with a thrust-vectoring system consisting of external nozzle postexit vanes and a
research flight control system to control the integration of aerodynamic and propulsive controls. The
actual coordination of vane motions to produce commanded pitch and yaw moments is managed by a
mixer function within the research flight control system. 

The flight maneuvers were initiated by an on-board excitation system that could somewhat modify

the controls laws and allow for single-surface inputs. The independent inputs were ideal for parameter

identification by eliminating correlations between control variables and state variables caused

by feedback from the high-gain control augmentation system. Four typical longitudinal maneuvers at

10°, 20°, 30°, and 40° angles of attack were described, highlighting variations in doublet amplitude and

aircraft response level. Also observed was the problem of opposing vane interference during vane dou-

blets, causing reductions in the effectiveness of the thrust-vectoring controls. A total of 25 maneuvers

was analyzed, each featuring control doublets in elevator ( ), symmetric aileron ( ), trailing-edge

flap ( ), and pitch vane input ( ). Subsonic longitudinal stability and control derivatives ( ,

, , , , , , , , , and ) are estimated and plotted

as functions of angle of attack. 

Comparisons were made with laboratory cold-jet thrust-vectoring predictions and with a simulation

based primarily on wind-tunnel data. Several coefficients compared quite well, including those due to

symmetric aileron ( , ) and those due to angle of attack ( , ). The coefficients of

normal force due to elevator ( ) and pitching moment due to trailing-edge flap ( ) did not

compare well. Coefficients of pitch vane effectiveness ( , ) revealed reductions of 20 to

30 percent, resulting from opposing vane interactions.

National Aeronautics and Space Administration
Dryden Flight Research Center
Edwards, California, May 5, 1997
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Figure 1. F-18 HARV.
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Figure 2. Three-view drawing of the F-18 HARV with major dimensions shown.
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Figure 3. Hardware modification of the thrust-vectoring control system.
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Figure 4. Four-view drawing of the TVCS.
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(a) The GE 701E and MIL-STD-1750A computers.

(b) Simplified thrust vane mixer function.

Figure 5. HARV research flight control system computer architecture.
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Figure 6. Maximum likelihood estimation concept with state and measurement noise.
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(a) Part 1 of 5.

Figure 7. Time history data from a typical 10° AOA subsonic longitudinal stability and control maneuver.
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(b) Part 2 of 5.

Figure 7. Continued.
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(c) Part 3 of 5.

Figure 7. Continued.
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(d) Part 4 of 5.

Figure 7. Continued.
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(e) Part 5 of 5.

Figure 7. Concluded.
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(a) Part 1 of 5.

Figure 8. Time history data from a typical 20° AOA subsonic longitudinal stability and control maneuver.
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(b) Part 2 of 5.

Figure 8. Continued.
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(c) Part 3 of 5.

Figure 8. Continued.
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(d) Part 4 of 5.

Figure 8. Continued.
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(e) Part 5 of 5.

Figure 8. Concluded.
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(a) Part 1 of 5.

Figure 9. Time history data from a typical 30° AOA subsonic longitudinal stability and control maneuver.
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(b) Part 2 of 5.

Figure 9. Continued.
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(c) Part 3 of 5.

Figure 9. Continued.
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(d) Part 4 of 5.

Figure 9. Continued.
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(e) Part 5 of 5.

Figure 9. Concluded.
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(a) Part 1 of 5.

Figure 10. Time history data from a typical 40° AOA subsonic longitudinal stability and control maneuver.
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(b) Part 2 of 5.

Figure 10. Continued.
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(c) Part 3 of 5.

Figure 10. Continued.
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(d) Part 4 of 5.

Figure 10. Continued.
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(e) Part 5 of 5.

Figure 10. Concluded.
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(a) For .

(b) For .

Figure 11. Elevator derivatives as functions of AOA.
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(a) For .

(b) For .

Figure 12. Trailing-edge flap derivatives as functions of AOA.
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(a) For .

(b) For .

Figure 13. Symmetric aileron derivatives as functions of AOA.
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(a) For .

(b) For .

Figure 14. Pitch vane thrust-vectoring derivatives as functions of AOA.
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(c) For .

Figure 14. Concluded.

Figure 15. Pitch rate derivative as a function of AOA.
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(a) For .

(b) For .

Figure 16. Angle-of-attack derivatives as functions of AOA.
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